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CORE SAMPLE IDENTIFICATION 
WORKSHEET

PROJECT CONTROL SECTION JOB NUMBER CONTRACTOR -  PLANT LOCATION

-
NAME OF MDOT WITNESS PHONE NUMBER OF MDOT WITNESS DATE CORED

* Core ID Mixture Type(s)
* * * Thickness of

the layer to be
tested

Identify which section of the core needs to be
tested

(If other than the top layer)

 
Top Layer

Layer 2
Layer 3
Bottom
Layer

REMARKS

Attach duct tape to each core and list the Core ID, Mix Type and Job Number.
* Mainline cores are identified with the sublot number and the letter identifier (1A, 1B, 1C, 1D etc).

Longitudinal Joint cores taken directly over the joint are identified with a "J".
* *  * List the thickness of the layer to be tested, measured to the nearest 1/8".


	Core Sample ID

	Project: 
	Control Section: 
	Job Number: 
	Contractor: 
	Location: 
	Name of MDOT Witness: 
	Phone Number: 
	Date Cored: 
	Layers-1: 
	0: 
	1: 
	2: 
	3: 
	4: 
	5: 
	6: 
	7: 
	0: 
	1: 
	2: 
	3: 
	4: 
	5: 
	6: 
	7: 
	8: 
	9: 
	0: 
	1: 
	2: 
	3: 



	Core ID-1: 
	0: 
	1: 
	2: 
	3: 
	4: 
	5: 
	6: 
	7: 
	0: 
	1: 
	2: 
	3: 
	4: 
	5: 
	6: 
	7: 
	8: 
	9: 
	0: 
	1: 
	2: 
	3: 



	Mixture types-1: 
	0: 
	1: 
	2: 
	3: 
	4: 
	5: 
	6: 
	7: 
	0: 
	1: 
	2: 
	3: 
	4: 
	5: 
	6: 
	7: 
	8: 
	9: 
	0: 
	1: 
	2: 
	3: 



	Thickness-1: 
	0: 
	1: 
	2: 
	3: 
	4: 
	5: 
	6: 
	7: 
	0: 
	1: 
	2: 
	3: 
	4: 
	5: 
	6: 
	7: 
	8: 
	9: 
	0: 
	1: 
	2: 
	3: 



	Remarks: 
	Clear Form button: 
	land 2: 
	24: 
	1: 
	0: 
	1: 
	0: ***
	1: 
	0: ***
	1: 
	1: *









