818.01

Section 818. DUNE GRASS PLANTING

818.01. Description. This work consists of providing and planting native
dune grass on slopes or other required areas.

818.02. Materials.  Provide dune grass plants (Ammophila) from
commercial sources in Michigan and obtain the Engineer’'s approval of
materials before planting.

818.03. Construction.

A. Transporting Plants. Maintain the moisture of the plants and
protective material until planting.

B. Planting. Provide plants with at least one live rhizome and sufficient
root stock to ensure continued growth following the transplant. Plant
randomly, no greater than 12 inches between plants. Insert a shovel or
planting iron into the soil at least 8 inches deep. Open the holes for
planting using a single forward movement of the shovel or planting iron.
Place the plant in the resulting opening with the crown slightly below the
surrounding ground. Do not allow dry surface sand to enter the freshly
opened hole. Remove the shovel or planting iron and foot-tamp the soil
around the plant. Do not trim the plant. Mulch slopes, if required, before
planting in accordance with subsection 816.03.E.

Do not disturb dune grass growing outside the limits of earth disturbance
on the project.

C. Seasonal Limitations. Plant dune grass after September 1 and
before the ground freezes.

818.04. Measurement and Payment.

Pay Item Pay Unit
Dune Grass Planting .........cooooiuiiieiiiieieeiieee e Square Yard

The Engineer will measure Dune Grass Planting by the area of actual
ground surface planted.
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