308.01

Section 308. GEOTEXTILES FOR BASE

308.01. Description. This work consists of providing and installing
Geotextile products on a surface approved by the Engineer.

308.02. Materials. Provide material in accordance with the following:

Geotextile SEPArator...... .. 910
Stabilization Geotextile ..........ooevvviiiieiiiicceeeee e 910

308.03. Construction.

A. Geotextile Placement. Place or install Geotextile Separator or
Stabilization Geotextile products in accordance with the manufacturer’s
installation guidelines and this subsection.

Do no operate equipment required to place backfill directly on geotextile
products. Eliminate wrinkles or waves that develop during placement.
Place the products in direct contact with the soil below before placing
backfill on the geotextile products.

Shingle-lap longitudinal and transverse joints at least 2 feet, or seam the
joints in accordance with the manufacturer's recommendations. Ensure
field or factory seams meet the minimum grab tensile strength for the
product application. Place seams facing upward for inspection purposes.
Repair tears or damage to the geotextile in accordance with the
manufacturer's recommendations.

B. Aggregate or Granular Material Placement. Spread and grade the
first layer of aggregate or granular material after placing geotextile to
create a stable work platform before compaction. Place additional
aggregate or granular material, as required, and compact. Fill ruts with
additional aggregate or granular material and compact before placing
each subsequent layer.

308.04. Measurement and Payment.

Pay Item Pay Unit
Geotextile, Separator...........ccceirieieiiiiee e Square Yard
Geotextile, Stabilization ............cccoceviiiviiniieeee e, Square Yard

The Engineer will measure Geotextile, Separator and Geotextile,
Stabilization in place, to the limits shown on the plans.

The cost of aggregate or granular material, including additional quantities
required to fill ruts, is included in the unit prices for related pay items.
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