920.01

Section 920. PERMANENT PAVEMENT MARKING MATERIALS

920.01. Marking Materials. Select pavement marking materials from
the Qualified Product List.

Pavement marking materials must meet the general packaging and
labeling requirements of subsection 920.01.A, and applicable specific
material requirements of subsection 920.01.B.

A. General Packaging and Labeling. Material containers or packages
must be marked on the tops and sides, using a durable, weather-
resistant marking. Include the following information:

Manufacturer's name and address,
Description of the material,
Product identification number,

Lot or Batch number,

Date of manufacture,

Volume and

Weight.

. Packaging and Labeling for Cold Plastic and Thermoplastic
arkings.
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Cold Plastic. Containers or packages of cold plastic material, and
the core of each role must be marked with the information specified
in subsection 920.01.A.

2. Thermoplastic. In addition to the requirements of subsection
920.01.A, thermoplastic material must be packaged in non-stick
containers, and labeled with “heat to manufacturer-recommended
temperature range,” or a Department-approved equal.

920.02. Glass Beads.

A. Glass Bead Packaging and Labeling. Glass beads must be
packaged in moisture resistant bags and labeled to include the following
information:

Manufacturer's name and address,
Shipping point,

Trademark or name,

The wording “Glass Beads,”
Specification number,

Weight,

Lot or Batch number, and

Date of manufacture.
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920.02

Glass beads must meet the general requirements of subsection
920.02.B, and the applicable requirements for specific applications of
subsection 920.02.A.

B. General Glass Bead Requirements. Glass beads must meet the
physical characteristics and gradation requirements specified in Table
920-1, unless otherwise specified in subsection 920.02.C for specific
applications.

Table 920-1
General Glass Bead Requirements
Physical characteristics (MTM 711)

Transparent, clean, smooth, free from
General Appearance g . . .
milkiness, pits, or excessive air bubbles
Shape Spherical with 275% true spheres
Colorless, very light gray, very light gray
Color h - :
tinge, or bright white
Index of Refraction 21.50
Alkalinity <2.0
Gradation Requirements (MTM 711)
Sieve Size (No.) Total Percent Passing
20 100
30 75-95
50 15-35
100 0-5

C. Glass Bead Requirements for Specific Applications. For specific
applications, glass beads must be as follows:

1. Waterborne and Low Temperature Waterborne. Standard glass
beads for use with waterborne marking material and low temperature
waterborne marking material require a moisture resistant coating and
a silane coating.

2. Regular Dry. Standard glass beads for use with regular dry marking
material may have a moisture resistant coating, a silane coating, or
both.

3. Thermoplastic. Glass beads for thermoplastic marking material
must have a moisture resistant coating.

4. Sprayable thermoplastic. The type, gradation, and application
rates for glass beads used with sprayable thermoplastic marking
material must meet the thermoplastic = manufacturer's
recommendation.

5. Polyurea. The type, gradation, and application rates for glass beads
used with polyurea marking material must meet the thermoplastic
manufacturer’s recommendation.
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http://www.michigan.gov/documents/mdot_MTM_CombinedManual_83501_7.pdf
http://www.michigan.gov/documents/mdot_MTM_CombinedManual_83501_7.pdf

920.02

Use a double drop system of large and standard glass beads, a
double drop system of ceramic elements and standard glass beads,
or an Engineer-approved alternate for recessed longitudinal
markings. Ensure large glass beads meet federal specification TTB-
1325 for a Type 4 glass bead.

892



	Section 920.  PERMANENT PAVEMENT MARKING MATERIALS

