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a. Description.  This work consists of delivering, installing, maintaining, relocating, and 
removing temporary pedestrian channelizers as identif ied in the proposal or on the plans.  Use 
temporary pedestrian channelizers to guide pedestrians along a temporary non-motorized 
facility, and to create separation of pedestrians from construction areas near existing facilities.  
Replace damaged temporary pedestrian Type II channelizers as directed by the Engineer. 

b. Materials.  Provide a temporary pedestrian channelizer that is crashworthy in 
accordance with the NCHRP Report 350 or MASH, in addition to meeting the following 
requirements: 

1. Ensure the channelizer is designed to interconnect to maintain continuous 
delineation along the entire installation.  This includes provisions to accommodate non-linear 
alignment as well as variations in elevation. 

2. Ensure the top surface of the channelizer is designed to function as a hand-trailing 
edge and have a height between 32 and 38 inches.  Ensure this top surface is designed to 
have a 2 inch horizontal gap between the top edge and the support (if so equipped), to allow 
for continuous hand-trailing without obstructions.  Ensure the lower edge of the channelizer 
is no more than 2 inches above the surface of the non-motorized facility.  Ensure the top 
edge of the bottom rail of the channelizer is a minimum of 8 inches above the surface of the 
non-motorized facility or the channelizer may have a solid continuous face.  Finally, all 
features on the front face of the channelizers (the face in contact with pedestrians) must 
share a common vertical plane. 

3. Equip both sides of the channelizer with bands of alternating 6-inch wide orange and 

white vertical stripes of reflective sheeting.  Two bands of sheeting 6 inches tall and a 
minimum of 36 inches long containing at least two orange and two white stripes each are 
required.  One band placed near the top and one near the bottom if the channelizer section 
has a solid face.  If the channelizer consists of two rails, affix one band of sheeting to each 
rail.  Ensure the stripes of reflective sheeting are aligned vertically.  Ensure this sheeting 
meets or exceeds the requirements of ASTM D4956, Type IV sheeting. 

c. Construction.  Deploy the temporary pedestrian Type II channelizer in accordance with 
the manufacturer’s recommendations, the MMUTCD, the plans, and the following requirements: 

1. Install the channelizer as shown on the plans and as directed by the Engineer.  
Interconnect all channelizers using hinge components if necessary, to ensure a continuous 
detectable edge for the entire installation.  Ensure the channelizers are ballasted in 
accordance with the manufacturer’s recommendations to ensure stability during wind events 
and contact with pedestrians. 
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2. When the channelizers are installed near motor vehicle traffic, ensure reflective 
sheeting is visible to motorists providing appropriate delineation for the pedestrian path.  

3. If sections of multiple-colored barriers are used (i.e safety orange and white), install 
the sections such that the colors alternate to increase conspicuity.  

4. Ensure temporary pedestrian Type II channelizers are not used to guide pedestrian 
traffic on a motor vehicle facility in the presence of active traffic.  This prohibition includes 
bicycle/shared use lanes or shoulders in the presence of active traffic.  Ensure temporary 
pedestrian channelizers are not used to channelize motor vehicle traffic, or separate motor 
vehicle and pedestrian traffic. 

d. Measurement and Payment. The completed work, as described, will be measured and 
paid for at the contract unit price using the following pay item: 

Pay Item Pay Unit 

Pedestrian Type II Channelizer, Temp ..................................................................... Foot 

Pedestrian Type II Channelizer, Temp includes delivering, installing, maintaining, relocating 
and removing rails or wall sections, supports, ballast, and hinge points at the locations shown 
on the plans.  Payment will be made on delivery for the quantity delivered to the project site, up 
to planned quantity.  Any amount delivered exceeding plan quantity will not be paid unless 
approved by the Engineer.  This includes all rails or wall sections, supports, ballast, hinge 
points, and miscellaneous hardware needed to construct the channelizer or system of 
channelizers. 


