
Gravel

Handhole

36"

foundation top

min. slack above

ground wire with 18"

#6 or larger standard

type connection

Use non-solder

with the current N.E.C.

directed by Engineer and in accordance

a variable distance from foundation as

3/4" x 10'-0" copper clad ground rods

16‰"

6•"

1"

and the top plate of the foundation anchor.

the Kelly Bar Adapter (hub) on the drill equipment

NOTE: Typically the driver adapter is attached between 

dia.

4" 

(Unexpected high speed backlash)

Warning Lable

bending/overtorque)

(Misuse by 

Warning Lable

(PB 0604 Type or approved equal)

Steel plate adapter (ASTM A-36)

ID label

Top Plate

6" min.

1 1/2" schedule 80 PVC conduit

5 1/4" Bolt circle (6 places)
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HANDHOLE DETAIL

Ground wire

Bell End

T.S. Cable

Ground wire

10"

13"

Grade Level

ISOMETRIC VIEW

Helix blade

(2 required)

handhole

2" X 3" access

octogonal or square bases

Fdn. top plate to accomodate

Grade Level

STEEL DRIVER ADAPTER

(FOR 4",6", OR 8" SCREW IN FOUNDATION ANCHORS)

equal)

or approved

(PB-5364 type

ASTM A123

dipped galv.

Steel Fdn hot

3/4" galv. hex head nuts (4 required)

3/4" galv. flat washers (4 required)

3/16" galv. plate washers (4 required)

to 14 3/4"

from 7 3/4" 

Bolt circle 

slot

3/4" keyhole 

handhole
to top of
top plate of fdn.
18" min. below

O.D.

4 1/2"

56" min.

HELIX FOUNDATION ANCHOR ASSEMBLY

(REFER TO SIG-120-A)

FOR PEDESTRIAN PUSHBUTTON PEDESTAL ONLY

anchor bolts (4 required)

head galv. ASTM 325

3/4" - 10NC x 3" square

PVC conduit

(1) 1 1/2" schedule 80
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