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  UNDERGROUND SERVICE/  

   for underground non metered service shall be met.

2) All National Electric Code and local utility requirements

 

   M.D.O.T. Standard Specifications for Construction.

1) The 6" x 8" wood post shall meet the requirement of the current

 

NOTES:

DISCONNECT  WOOD POST

(SPECIAL DETAIL)

(SPECIAL DETAIL)

plywood or equivlant

9" x 9" x 5/8"

plywood or equivlant

9" x 9" x 5/8"
(*) See note 4 (sheet 1 of 2).

handhole (as called for on plans)

Schedule 80 PVC conduit and cable to

(*) See note 4.

as called for on plans.

required by utility company or

or rigid metal conduit of size

1 1/2" to 2" schedule 80 PVC

tamped earth

Compacted and

(*) See note 4.

handhole (as called for on plans)

Schedule 80 PVC conduit and cable to 

(*) See note 4 (sheet 1 of 2).

as called for on plans.

required by utility company or

or rigid metal conduit of size

1 1/2" to 2" schedule 80 PVC

1' to grade

maximum

1' to grade

maximum

Expansion Joint

maximum

1' to grade

Expansion Joint

1' to grade

maximum

2 hole Galvanized 

steel strap

2 hole Galvanized 

steel strap 2 hole Galvanized 

steel strap steel strap

2 hole Galvanized 

   or as directed by the Engineer.

   use rigid metal for conduit(s) from grade level to 10' (min.) above grade 

4) For projects maintained by the Wayne Co. Department of Public Services (WCDPS),

   for underground metered service shall be met.

3) All National Electric Code and local utility requirements

   the local power company.

2) The meter and socket shall be as approved and required by    

   M.D.O.T. Standard Specifications for Construction.

1) The 6" x 8" wood post shall meet the requirement of the current

NOTES:

02/16/17          

02/16/17          

from curb.

on backside facing away

fused at 60A. Orientation

(NEMA 4-X stainless steel)

60A service disconnect

from curb.

on backside facing away

fused at 60A. Orientation

(NEMA 4-X stainless steel)

60A service disconnect

(120/240V 60 HZ)

UNDERGROUND METERED SERVICE

(120/240V 60 HZ)

UNDERGROUND NON-METERED SERVICE,
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