
Grade level

Controller Cabinet

Wood Pole

backside facing away from curb

Fuse at 60A. Orientation on

(NEMA 4x Stainless Steel)

60A Service Disconnect

2" LB (Metal)

1-1/2" to

Street Lighting truss arm

Grade level

Steel Pole

backside facing away from curb

Fuse at 60A. Orientation on

(NEMA 4x Stainless Steel)

60A Service Disconnect

POWER FEED ON STEEL POLE

STREET LIGHT DETAIL FOR OVERHEAD 

DOUBLE SERVICE

Street Lighting truss arm

 1 1/2" to 2" LB (Metal) 

1 2

or rigit metal conduit(*) see note

1•"To 2" Schedule 80 PVC 

Street Lighting

Optional Additional Weatherhead for

4 4

directed by the Engineer

Mount at 11' or as

i.e. pedestrian signals or conduit

accommodate other equipment

Fuse at 15A. Orientation shall

(NEMA 4x Stainless Steel)

60A Street Lighting Service Disconnect

Labeled "Signal Service Disconnect"

Engraved plaque 

"Signal Service" Tag

T.S. Feed Overhead

Cable for 120/240V.

Secondary Service

Use 1-3/C#6

Span Wire Eyebolt

directed by the Engineer 

Mount at 11' or as

Labeled "Signal Service Disconnect"

Engraved plaque 
i.e. pedestrian signal

accommodate other equipment

Fuse at 15A. Orientation shall

(NEMA 4x Stainless Steel)

60A Street Lighting Service Disconnect

"Signal Service" tag

Cable for 120/240v T.S. Feed overhead

Use 1-3/C#6 Secondary Service

POWER FEED ON WOOD POLE

STREET LIGHT DETAIL FOR OVERHEAD

DOUBLE SERVICE

Pole Band Clamp (typ.)

Label with "Customer Lighting" Tag

Lighting Feed Overhead.

Cable for 120/240V. Street

Use 1-3/C#6 Secondary Service

Label Breaker Space within disconnect

or as approved by Engineer. 

"Street Lighting Service Disconnect"

Labeled "Lighting Service Disconnect",

Engraved plaque 

Label with "Customer Lighting" Tag

Lighting Feed Overhead.

Cable for 120/240V. Street

Use 1-3/C#6 Secondary Service

Label Breaker Space within disconnect

or as approved by Engineer. 

"Street Lighting Service Disconnect"

Labeled "Lighting Service Disconnect",

Engraved plaque 
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SECONDARY SERVICE FOR STREET

LIGHTING AND STREET NAME SIGNS
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2" LB (Metal)

1-1/2" to

according to the current N.E.C.

Metal conduit shall be bonded 

(*) NOTE:

according to the current N.E.C.

Metal conduit shall be bonded 

(*) NOTE:
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3 44 4

MDOT handhole 30"

Pedestal

Signal Service

Service Pedestal

Street Lighting

nearest traffic signal cabinet

MDOT Handhole typically

Cabinet

Traffic Signal

detail

to handhole per

number of conduits

Steel or Wood pole

Transformer

Company

Utility 

Conductors per Plan

2" Max. Conduit

by Utility Company

Conduit and Conductors
"MDOT Signals" and "Lighting"

Must be tagged with

Each Set of Service Conductors

(3) 3" Conduit

(1) 1 1/2" Conduit

Conduit shall be Schedule 80 PVC.

varies by site. All Underground 

actual layout and conduit routing

(*) NOTE: Detail is diagramatic only.

STRAIN POLE WEATHER HEAD INSTALLATIONWIRING DIAGRAM 

UNDERGROUND DOUBLE SERVICE STREET LIGHTING

 RefDoc/TR/Signals/Web/Sp Det/Fin/SIG220A.dgn 
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by Power Company

120/240V T.S. Feed for Connection

600V., 1-3/C#6 Secondary Cable for 

Coil-up Sufficient Length of 

(1) 2" Conduit

by Power Company

120/240V T.S. Feed for Connection

600V., 1-3/C#6 Secondary Cable for 

Coil-up Sufficient Length of 

(1) 2" Conduit

1-3/C #6

(4) 3" Conduit

(1) 1 1/2" Conduit

1-3/C #6

(1) 1 1/2" Conduit
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Steel pole

(weather head)

3" metal service cap

Steel Coupling

Chase Nipple A Chase Nipple B

3 1/8" ID

4" OD

3 3/8"

2" Typ

3 1/8" ID1/4"

1 1/4"

1-3/C #6 AWG

service cable

120/240V 3 wire

3" Close Nipple

With Steel Chase Nipple

3" Steel Coupling
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