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7 1/4" dia.

bolt circle

PEDESTAL BASE
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Ag/////~4—Nu+s: 5/8" High Strength Hex head
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2" Schedule =
80 PVC conduit
5/8" anchor " —IN—
bolts (3 required) —\7—
(TOP VIEW) .
9 1/8" dia. 90r
1 1/4" dia.
bolT cirele 4 172" di threaded hol \\
‘ ia. readed hole m
e 31/2

Efi\\ l—Set screw hole

Rl” (‘fyp)

5/8" dia.
bolt hole
(typ)

R 3/8" (+yp)

5"6”

Grade \eve\AAN

2//

*
see note

(#)

galvanized (2 required)

S7\\\\\~1W03hers: 5/8" diameter

standard flat galvanized
(6 required).

5/8" diameter galvanized.

NOTE:

Anchor bolts are to be ASTM

A-307 steel (3-required )

ANCHOR BOLT DETAIL

%////,2” Schedule 80 PVC Conduit

éz//////////*4 1/2" Dome Type Pole cap (PB-5402 typ.)
é{////////**RIOfS series sign

Push button
////////////*4 1/2" x 60" aluminum

pipe fthreaded one end.

|
|
|
\
?;,
Ar
‘ Pedestal Base (PB-5304 GLV typ.)

\

|

| %/A*Grqde level %/rHGmdhoe
Alrls,

NOTES:
10 ohm or less to ground.

from edge of sidewalk an

414011

\\\ Bel |l

—

36//

Schedule 80 PVC
conduit(s)

ends
] i

SEE

BASE
$ERRE

Pedestal Foundation 44///;7

(18" diameter round)

NOT TO SCALE

Ground wire

2" schedule 80 PVC
conduit 90 degree
bend

t;ééggif\\;47Use non-solder
\\¥47 type connection
Gravel

3/4" x 10'-0" copper clad ground rod(s).

as directed by Engineer in accordance with

the current N.E.C.
[ no handhole available, ground rod(s) must

be installed oufside of foundation
(minimum of 12" from foundation)

Note:

1) Grounding system shall measure

¢<Z//*TS cable fo controller cabinet

(#) If pushbutton is from 10" to 24"

acceptable range is 38" to 46"
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Confirmation
LED N

Cast Mounting bracket

Push button

——1/2" schedule 80 PVC
conduit for wood pole
instal lation.

PEDESTRIAN PUSHBUTTON INSTALLATION

ON STEEL POLE OR PEDESTAL

NOT TO SCALE

R10-3bL

Watch For
Vehicles

/7:4%;§ START CRUSSINEi\ /;: START CRDSSINE§\

CAST MOUNTING BRACKET FOR

PEDESTRIAN PUSHBUTTON

R10-3bR

Z:%* Wateh For
Vehicles

sv8e DON'T START
z $W Finish Crossing
FLASHING [f Started

200N

S VT SR
v qu T Finish Crossing
FLASHING [T Started

ST@@DY DON'T CROSS

ST&QDY DON'T CROSS

10 CROSS
e
PUSH BUTTON

T0 CROSS
——
PUSH BUTTON

i

PUSHBUTTON SIGN

R10-3el
@ START CROSSING )

[
z:§> Watch For
Vehicles

\}

R10-3eR
?;§§ START CROSSING )

Watch For
Vehicles

Sthls o DON'T START
=L 3 Finish Crossing
FLASHING If Started

:»E%;z DON'T START

< Finish Crossing
FLASHING If Started

[N

TIME REMAINING
I8

TIME REMAINING
B

To Finish Crossing
STEADY

T@ DON'T CROSS

To Finish Crossing
STEADY

T@ DON'T CROSS

10 CROSS
PUSH BUTTON

10 CROSS
PUSH BUTTON

PUSHBUTTGON SIGN

COUNTDOWN

MICHIGAN DEPARTMENT OF TRANSPORTATION
BUREAU OF HIGHWAYS DELIVERY STANDARD PLAN

(SPECIAL DETAIL )
FHWA APPROVAL DATE
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