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NOTE:
1) Anchor boltss steel couplers,

and base plate bolts shall
conform to ASTM F1554,
Grade 36

(hot dipped galvanized)

Al flat washers,s lock
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FRONT VIEW
(ROUND ALUMINUM BASE PLATE)

CONDUIT DOES NOT FEED
INSTALL AN ADDITIONAL 3/4"
SCHEDULE 80 PVC CONDUIT FOR GROUNDING.

3/4"” X 10'-0" COPPER CLAD GROUND RODS IN

ACCORDANCE WITHIN THE CURRENT N.E.C.

Consfruction joints not permitted

8.y
(3 REQUIRED) (1 REQUIRED) @D - dia.
zﬂ S 3 3 3 3 3 5”{
GALVANIZED STEEL s a Sy T hX 9’; N dia.
L, ° Ce anchor bolts
. LOCKING WASHER R E ¥ (typ)
< NS " .
1 —Hex nut = < & T—O FIT 7/8 BOLT LAt #6 or larger
=5 (3 REQUIRED) s Ty T Standard Ground Wire
N - ~ Y to ground rods
73 7~ -2 . -° . T
LV dia. \\ - J N > LoD . g
" : . C 0N
Trs" GALVANIZED STEEL GALVANIZED STEEL Trg" GALVANIZED STEEL Ug" HEX NUT 2 . ALt e y
T s — » » S » - S 1 1/2" schedule
ANCHOR BOLTS 7g. COUPLERS BASE PLATE BOLTS (3 REQUIRED) 80 PVC
(3 REQUIRED) (3 REQUIRED) (3 REQUIRED) ‘ 24 round or 22_ square | condutt 50" dia.
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