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or rigid metal ¢

1 1/4" pulling

NOTES:

1/4" schedule 80 PVC

onduit.

“L" box (Type C)

1) Exterior surface of all mounting assemblies for
pedestrian signals including brackets, nuts and
related hardware shall be weather- resistant

-0"(*) see

Use non-solder
type connection

Ground rod (s)

WooD POLE

1 1/4" schedule 80

PVC or rigid metal
conduits shown. but

apply to all coduit sizes.
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Galvanized Steel
2 hole Strap

Expansion Joint
Grade level

1" to Grade

Max i mum

OVERHEAD FEED
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NOTE:

WooD POLE

UNDERGROUND ALTERNATE

Schedu

black enamel.

note

LED PED
(filled)

1" fo Grade
Max i mum

|

Max i mum

le 80 PVC conduit

(%) For projects maintained by the Road Commission
for Oakland County (RCOC), use the bottom heights
and bracket assemblies as shown on S1G-028A,
S16-029A or SIG-029B for the RCOC Mounting Detail.

6" to Grade
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Countdown
LED PED
(filled symbols)

M/ffExpcms¥on Joint
M/fAAAAfReducer

Grade level

| R

[f rigid metal conduit is used, the conduit
must be bonded according to the current N.E.C.

(size of conduit as shown on plans)
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silcone gromet

3/4" stainless

/\()é{///////*fSTee\ pole
See detail "B" Install silicone
sheet 3 of 3 gromet (optional)
(] ‘ banding.
Drill 1 1/2" dia:AA\ ’ See detall
hole in pole. (ZT)
and install

steel banding.

3/4" stainless steel
(3'-

See detail "B"
sheet 3 of 3

1 1/4" schedule 80 PVC
or rigid metal conduit.

Steel/concrefe pole

//

spacing)

box (Type C)

”B” sheet 3 of 3

Q/

(3'-0" spacing)
See detail "B”
sheet 3 of 3 i 1 1/4" schedule 80 )
PVC or rigid metal
conduit. 44\\\\\\\\\\\\\
Access hand hole Expansion Joint vg
Crade level ////47 (%) 9°-0 Aﬁ\\\\ 3 3'-0" U]
[}Z Grade level
A X & il ¢
\\\ Use non-— so\der
Type connection Schedule 80 PVC
Pole . 444///% N g/////// conduit (size of
foundation Reducer conduit as shown
k\\\gi on plans.)
Schedule 80 PVC Ground rod (s)
conduit (size of
STEEL POLE  conduit os shom STEEL STREET LIGHT POLE
OR_CONCRETE POLE
Lower bracket arm
signal assembly. 1 1/4" schedule 80
Pole M9 Po\e\ Eggdiﬂbg‘d rerel
N Band (fyp.) S 3/4" x 030" min.
rQij::i] see details "B° & D stainless steel
= sTan\ess steel see details “B" & "D”
banding sheet 3 of 3
1 1/4" schedule 80 Expansion Joint
d PVC or rigid metal Grade Hamdho\e
a7 conduit. level— to Orade
= MGX\mum
(%) 3/4" x .30" min. stainless W = L
b d steel band and band saddle Pole
o7 see details "B" & "D :
shoet 3 of 3 {Oumm‘om\
Expansion Joint
Grade )
level Reducer
44\\ Schedule 80 PVC conduit
(size of conduit as shown on plans)
Pole See Detail "E”
foundation Sheet 1 of 3 INSTALLAT]ON DF CDNDUIT
N ON QUTSIDE OF POLE (ALTERNATE)
4.1/2" radius Concrete
Schedule B0 PVC conduit NOTE: Wood pole
(size of conduit as shown on plans) Cap conduit before Conduit
pouring concrete. Grade IR
INSTALLATION OF CONDUIT LA
ON QUTSIDE OF POLE Radius plastic bend, no. L2 Cap
& size of schedule
80 PVC conduit as .
shown on plans. Conduit

(%) Refer fto Note 2 on Sheet 1
NOT TO SCALE

of 3.

INSTALLATION OF

CONDUIT AT CABLE POLE
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3/8" x 5" Hex head 1 1/2” horizonta
lag screw (2 min.) Threaded hub

Tapped for 1 1/4"
pipe (T no conduit is
used; use 1 1/4" pipe
plug to close hole)

Tapped for 1 1/4"
pipe (if no conduit
useds use 1 1/4" pi

Tapped for
DETAIL A 112" pipe plug to close hole)

Wo0D POLE

5/16"-20 bolt

Hex head 1/4”"x2" lag screw threaded 3747 long

HANGER
2-hole prqckefs To fit conduit size hanger
(galvanized steel) as called for on plans.
3 ft spacing =S (zinc plated)

DETAIL C

TYPICAL CONDUIT ATTACHMENT
T0 WB0D POLE

NOTES:

1) Install 374" x 10'-0" copper clad ground rod (s)
as required to provide less than 10 ohm resistance
to ground. install #6 min. copper wires from ground
rod (s) to span wire at each supporting pole using
non-solder type connections for span wire ground.

2) Use conduit size specified (min.) unless current N.E.C.
indicates a larger size is required.

NOT TO SCALE

U-quard fastener or
approved equal \\\\iiggy/‘\ 1/4"-20 bolt & nut

BANDING SADDL

3/4" x 0.30" min.
stainless steel
band

is
pe DETAIL B
STEEL OR CONCRETE POLE

fThreaded for
5/16"-20 thread

I,
N

NN
DETAIL D

TYPICAL CONDUIT ATTACHMENT

T

E

Steel or
concrete pole

Stainless steel
3/4" band

Stainless steel
banding saddle

Conduit hanger

Conduit

T0 STEEL OR CONCRETE PO

LE.
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