
Ground Wire

System Grounding

Steel pole detail shown

as shown on the plans.

(Type M-30 typical)

U.P.S. Cabinet

directed by the Engineer.

lower shelf or as 

Batteries mounted on

U.P.S. service panel

4/C #6 Battery Interconnect Cable

Ground wire to hand hole

pole foundation details.

3. Refer to SIG-153-A for strain

foundations.

Base Mounted Controller Cabinet 

2. Refer to SIG-045-A for T.S.

on Steel or Wood Pole

Controller Cabinet Mounting

1. Refer to SIG-011-A for

NOTE:

Gravel

with the current N.E.C.

by Engineer and in accordance

from foundation as  directed

ground rod(s) a variable distance

3/4" x 10'-0" copper clad

Handhole

Gravel

with the current N.E.C.

by Engineer and in accordance

from foundation as  directed

ground rod(s) a variable distance

3/4" x 10'-0" copper clad

Handhole

Disconnect

To Service

Insulated Ground Wire

Insulated Ground Wire

System Grounding

Disconnect

To Service

Foundation bolts (2 required)

and anchors.)

Drop In type bolts

Sheet 5 of 6 for use of

(Refer to Detail "A" on

& washers (2 required)

foundation bolts, nuts

3/4"x 42" galvanized

and anchors.)

Drop In type bolts

Sheet 5 of 6 for use of

(Refer to Detail "A" on

& washers (2 required)

foundation bolts, nuts

3/4"x 42" galvanized

as shown on the plans

(Type M-30 typ.)

U.P.S. Cabinet

U.P.S. CABINET BASE MOUNTED

U.P.S. service panel

Ground Wire to hand hole

4/C #6 Battery interconnect cable

function monitoring

7/C #16 P.J. cable for Alarm

ELEVATION

CABINET FOUNDATION

ELEVATION

PVC conduit

1 1/2" schedule 80

CABINET FOUNDATION

Battery Interconnect Cable

CABINET BASE MOUNTED

TRAFFIC SIGNAL CONTROLLER/

as shown on the plans.

(Type NEMA 6 typical)

T.S. Controller/Cabinet

A

A
(spacer if required)

Base Adapter

Disconnect to T.S. Controller

4/C #6 cable from Service

Cable to U.P.S. cabinet

4/C #6 Battery Interconnect

POLE MOUNTED

U.P.S. CABINET
CABINET BASE MOUNTED

TRAFFIC SIGNAL CONTROLLER/

as shown on the plans.

(Type NEMA 6 typical)

T.S. Controller/Cabinet

A

A
(spacer if required)

Base Adapter

Disconnect to T.S. Controller

4/C #6 cable from Service

Cable to U.P.S. cabinet

4/C #6 Battery Interconnect

ELEVATION

PVC conduit

1 1/2" schedule 80

Battery Interconnect Cable

CABINET FOUNDATION

POLE FOUNDATION

ANCHOR BASE STEEL STRAIN

Ground Wire to Service disconnect

Ground Wire to Service disconnect

foundation.

48" slack above 

ground wire with

stranded copper

or larger

#6 insulated

foundation.

48" slack above 

ground wire with

stranded copper

or larger

#6 insulated

        
 1   2  2   2 

(SPECIAL DETAIL)

(SPECIAL DETAIL)

UNINTERRUPTIBLE POWER SYSTEM

TRAFFIC SIGNAL

directed by the Engineer

the lower shelf or as

Batteries placed on
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DATENO. DATEDATE NO. DATE

#6 ground to hand hole

function notification

7/C #16 P.J. cable for alarm

to U.P.S. cabinet

cable from T.S. controller

4/C #6 battery interconnect
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