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FRONT VIEW

SIDE VIEW

PUSH

TURN ON

BUTTON TO

WARNING

LIGHTS
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SOLAR POWER ASSEMBLY (ONE-SIDED RRFB)

Pushbutton

1
2
"

SOLAR POWER ASSEMBLY (ONE-SIDED RRFB)

Approx. 4"H x 24"W

Rectangular Rapid Flashing Beacon LED (RRFB)

Antenna

(See detail on sheet 4 of 5)

Control Box Enclosure (with radio, battery and terminal block)

3/4" x 0.30 min. stainless steel band

Band Saddle

Pedestal Collar

Frangible square aluminum base (shown)

Grade level

Grade level

Pedestal foundation

Grade level

Frangible square aluminum base

Pedestal Collar

Aluminum pedestal

3/4" x 0.30 min. stainless steel band

Band Saddle

3/4" x 0.30 min. stainless steel band

Band Saddle

AISI 300 series stainless steel U-bolts

(30" or less, strap at 2 locations)

Band Saddle

3/4" x 0.30 min. stainless steel band

Band Saddle

Control Box Enclosure

Antenna

3/4" x 0.30 min. stainless steel band

RRFB (LED) (one-sided)

R10-25 series sign

Pedestrian Pushbutton

40-3.73 #/ft. spun finish.

*R10-25 series sign (9" x 12" shown)

*W16-7pL (36" x 18" shown)

*W11-2 (36" x 36" shown)

6063-T6 Alloy, 4" x 0.237" wall schedule

4" x Var. aluminum pedestal (pipe threaded on bottom end)

 

Pedestal foundation
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DATENO. DATEDATE NO. DATE

Post top (slip fitter)

Post top (slip fitter)

Refer to Standard Plans

for Miscellaneous Sign

Connection Details

Warning Sign W11-2

Warning Sign W16-7p

12" Extension Height

Tilt Mount Top Plate Bracket
(Orientation Facing South)

Solar Engine Assembly

(Orientation Facing South)

Solar Engine Assembly



Gravel

Handhole

type connection

Use non-solder

conduit(s)

Schedule 80 PVCends

Bell

Service Cable

 3   5  4   5 

of foundation (minimum of 12" from foundation)

Ground rod(s) must be installed outside

3/4" x 10'-0" copper clad ground rod(s).

(SPECIAL DETAIL) (SPECIAL DETAIL)
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SIDE VIEW INSIDE VIEWSOLAR POWER ASSEMBLY (TWO-SIDED RRFB)

PERMANENT POWER SOURCE (RRFB)
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6" Approx.

10" Approx.

CONTROL BOX ENCLOSURE DETAIL

Ground wire

bend

conduit 90 degree

1 1/2" schedule 80 PVC

Pedestal foundation

Grade level

Frangible square aluminum base

Pedestal Collar

Pedestrian Pushbutton

Aluminum pedestal

3/4" x 0.30 min. stainless steel band
R10-25 series sign

Band Saddle

3/4" x 0.30 min. stainless steel band

Band Saddle

3/4" x 0.30 min. stainless steel band

Band Saddle

3/4" x 0.30 min. stainless steel band

Control Box Enclosure

Antenna

60A. service disconnect

Antenna

W11-2 

Aluminum Pedestal

3/4" x 0.30 min. stainless steel band

Band Saddle

3/4" x 0.30 min. stainless steel band

Control Box Enclosure

End mounted LED, facing in the direction

of pedestrian travel to provide notice to the

pedestrian when RRFB is operating.

  

steel fused at 60A.)

(NEMA 4-X stainless
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(24" round)

Pedestal Foundation

  

Approx. 4"H x 24"W

mounted back to back)

RRFB (LED) (one-sided
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36"

Post top (slip fitter)

Cap (alum.)

1 2 3 4 5 6 7 8

Warning Sign W16-7p

Warning Sign W16-7p

Warning Sign W11-2
Warning Sign W11-2

Warning Sign

Antenna

Wireless Radio Communication System

Terminal block

Battery

(for solar power

application only)

Antenna

(Orientation Facing South)

Solar Engine Assembly



(SPECIAL DETAIL)
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2) Use manufacturer's recommended mounting brackets, fittings, and connectors.

3) Use AISI 300 series stainless steel hardware.

FRONT VIEW

FRONT VIEW TOP VIEW

Bracket

36" maximum

Class 1 amber LED Array

Aluminum pedestal

Class 1 amber LED Array

Aluminum pedestal

End-mounted LED to verify

system initiation for pedestrians

ONE-WAY RRFB (4 LED'S)

TWO-WAY RRFB (8 LED'S)

      

Notes: 1) All dimensions are approximate.

 

(3"H x 7"W min.)

(3"H x 7"W min.) (1 1/2" H x 3 1/2" W min.)

Class 1 Amber LED Array

 

Strap

1
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"

TWO ONE WAY MOUNTED BACK TO BACK

SIDE VIEW

TOP VIEW

1
 
1
/
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