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9', 12', 15', 18'

(TRUSS ARM LENGTH

AS SPECIFIED ON PLANS)

CAMERA

VIDEO DETECTION

POWER/COAXIAL CABLE

BRACKET

CAMERA MOUNTING

STEEL BAND

1/2" STINLESS

BOLTS (2)

9/16" x 4" LAG

TO CONTROLLER CABINET

CONDUCTOR 16 AWG OR APPROVED EQUAL)

COMBINATION POWER/COAXIAL CABLE (RG 59-3

WOOD POLE

DA BOLT

5/8" GALVANIZED THRU

CLEVIS THIMBLE

(*) SEE NOTES

GUY STRAND

1/2" WOOD MOULDING OR SCHEDULE 80 PVC

AT 3 FT SPACING)

U-GUARD FASTENER OR APPROVED EQUAL

(1/4" x 1/2" HEX HEAD LAG SCREW

GALVANIZED STEEL 2 HOLE STRAP

GRADE LEVEL

TO PROVIDE LESS THAN 10 OHM RESISTANCE TO GROUND.

3/4" x 10'-0" COPPER CLAD GROUND ROD(S) AS REQUIRED

ARM TO GROUND ROD(S)

GROUND WIRE FROM BRACKET

#6 STANDED COPPER

GRADE LEVEL

TYPE CONNECTOR

USE NON-SOLDER

(*) NOTE:

USE 2 GUY STRANDS AT 90° ORIENTATION.

BRACKET TRUSS ARM MOUNTED CAMERA  - DETAIL

NTS                             WOOD POLE
A

CAMERA/GUY STRAND  - ORIENTATION

NTS                             
1

A A

B

B

NUTS.

PLATING WITH LOCKWASHERS &

CADMIUM OR ZINC PHOSPHATE

(2) 5/8" DIA. "U" BOLTS.

3/16" STOCK

WELD ALL AROUND

SMOOTHED WIRE ENTRANCE

1" PIPE NIPPLE

STEEL BAND

1/2" STAINLESS

BRACKET

CAMERA MOUNTING

POWER/COAXIAL CABLE

CAMERA

VIDEO DETECTION

STEEL POLE

LOCK WASHERS & NUTS

ZINC PHOSPHATE PLATING WITH

5/8" DIA "U" BOLTS. CADMIUM OR

MOUNTING HEIGHT SHALL

AS SPECIFIED ON PLANS.

6
"

BELOW
SIZE-TABLE
SEE CLAMP

CLAMP SIZE TABLE

TYPE

A

B

POLE DIAMETER

3.6" - 4.5"

6.1" - 6.9"

#6 STRANDED COPPER GROUND
WIRE FROM BRACKET AREA TO
GROUNDING LUG TO GROUND ROD(S)

COMBINATION POWER/COXIAL CABLE (RG 59-3
CONDUCTOR 16 AWG OR APPROVED EQUAL)
TO CONTROLLER CABINET

9', 12', 15', 18'

(TRUSS ARM LENGTH

AS SPECIFIED ON PLANS)

BRACKET TRUSS ARM MOUNTED CAMERA  - DETAIL

NTS                             STEEL POLE
B

SECTION A-A - DETAIL

NTS
C

SECTION B-B - DETAIL

NTS
D

"F" - DETAIL

NTS
E

2




