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0
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0.375"

C/L

C/L

AIMING GUN SIGHTS

RUBBER GROMMET

DETECTOR

MICROWAVE VEHICLE

(REFER TO DETAIL "A"

CENTER HINGE

NUT & WASHERS

2" HEX HEAD BOLT.

HEX HEAD BOLT

1/4 - 201 1/2" - 

BOARD IN CONTROLLER

ETHERNET CABLE TO INTERFACE 

UNIVERSAL MOUNTING BRACKET. ALUMINIUM

TO STEEL OR WOOD POLES

HOLES & SLOTS FOR MOUNTING

CONNECTOR

WATERPROOF

ETHERNET

CABLE

ETHERNET

R = 0.3750"

FRONT VIEW SIDE VIEW

BOTTOM VIEW

FRONT VIEW

SIDE VIEW

UNIVERSAL MOUNT BRACKET

TOP VIEW

THRU

Ø = 0.260"

1/4 - 20 THREADSTAPPED FOR 

Ø = 0.2000"

CENTER HINGE STAINLESS STEEL - DETAIL "A"

NTS
A

STOP BAR

STOP BAR

MICROWAVE VEHICLE DETECTOR

UNIVERSAL MOUNTING BRACKET * SEE NOTES

POLE

MOUNTING HEIGHT

 

16' FOR DISTANCE TO

STOP BAR ≤ 100'

18' FOR DISTANCE TO
STOP BAR > 100'

SIGHT TARGET

SIGHT LINE

MICROWAVE VEHICLE DETECTOR

BRACKET

POLE

 

250' MAX. (50' MIN)
(DISTANCE TO STOP BAR)

GRADE LEVEL
ROADWAY

MICROWAVE VEHICLE DETECTOR

UNIVERSAL MOUNTING BRACKET (*) SEE NOTES

BRACKET TRUSS ARM (6' MAX.)

POLE

MOUNTING HEIGHT
FOR DETECTOR

 

16' FOR DISTANCE TO
STOP BAR ≤ 100'

18' FOR DISTANCE TO 
STOP BAR > 100'

 

6' MAX.

ROADWAY
GRADE LEVEL

(*)  NOTES:
1. USE 3/8" X 5" HEX HEAD SCREW (2" MIN.) FOR MOUNTING TO WOOD POLES.
2. USE 3/4" X 0.30 MIN. STAINLESS STEEL BAND FOR MOUNTING TO STEEL POLES.
    PEDISTALS OR BRACKET TRUST ARMS.

SIDE POLE MOUNTED - DETAIL
NTSC

SIGHT ORIENTATION DIAGRAM - DETAIL
NTSB

BRACKET TURSS ARM MOUNTED - DETAIL
NTSD
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250'

250' MAX.

50' MIN.

POLE

MICROWAVE VEHICLE DETECTOR

SIGHT LINE

SIGHT TARGET

STOP BAR

DIRECTION REFERENCE

(PARALLEL TO APPROACH CURB LINE)

BRACKET

MOUNTING 

UNIVERSAL

DETECTOR

VEHICLE

MICROWAVE

POLE

HORIZONTAL

3 DEGREES (FOR STOP BAR DISTANCES UP TO 100')

1 DEGREE (FOR STOP BAR DISTANCES GREATER THAN 100')

* NOTE: FIELD ADJUST AS DIRECTED BY THE ENGINEER.

*

 

20 DEGREES MAX.

MICROWAVE VEHICLE SENSOR ORIENTATION - DETAIL

NTS
E

HORIZONTAL ORIENTATION

VERTICAL ORIENTATION

 

600' MAX. DISTANCE

DETECTOR

VEHICLE

MICROWAVE

POLE

ETHERNET CABLE

      300' MAX.

CAST ALUMINUM ENCLOSURE

POLE OR PEDESTAL

POLE

HANDHOLE

CONTROLLER

TRAFFIC

TRAFFIC SIGNAL CONTROLLER

CAST ALUMINUM ENCLOSURE

INTERFACE

   BOARD

UP TO 300' ETHERNET CABLE

ETHERNET & POE EXTENDER UNIT

UP TO 300'

ETHERNET CABLE

BRACKET

MOUNTING

UNIVERSAL

CONNECTOR

WATERPROOF

ETHERNET

POLE
MICROWAVE VEHICLE DETECTOR

CAT 5e OR CAT 6 OUTDOOR-RATED SHIELD CABLE

ETHERNET CABLE 600V

ETHERNET CABLE EXTENSION ORIENTATION - DETAIL

NTS
F
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