ENTRANCE HEAD

PLASTIC BUSHING TO BE
SECURELY INSTALLED

SET SCREW

/LOCK NUT & SET SCREW

T T 1

10" MIN

1%in GALVANIZED LOCKNUT

SIGNAL HEAD
HOUSING

SIGNAL HOUSING PLATE

RUBBER WASHER
SS WASHER

USE RUBBER AND SS WASHER
FOR PROJECTS MAINTAINED BY
THE ROAD COMMISSION FOR
OAKLAND COUNTY (RCOC)

(*) NOTE:
COTTER KEY REQUIRED AS SHOWN.

SS COTTER KEY
(*) SEE NOTE

FLASHING YELLOW ARROW

DISPLAY (FYA)

STEEL GALVANIZED LOCK NUT
WITH 2 HOLES

STAINLESS STEEL SQUARE
|:| | | OR HEX HEAD SET SCREW

Yin MIN

N.T.S.

@ DETAIL - OH SIGNAL LOCK NUT DETAIL

PREFORMED LASHING ROD

SIGNAL CABLE TO BY-PASS
HANGER (6in LOOP AROUND
EITHER SIDE OR HANGER)

3 LAYERS OF BLACK FRICTION
TAPE OVER END OF LASHING ROD

ARMOR ROD

uav
&

DRIP LOOP

ENTRANCE FACING AWAY Mo
FROM CONTROLLER POLE

GALVANIZED LOCK NUT WITH
SET SCREW

APPLY SILICONE TO SEAL
TOP OF SIGNAL HEAD

HEAVY DUTY LOCK NUT
& SET SCREW.
SEE DETAILA

ROUND END OF THE COTTER
/M_KEY TO THE INSIDE

ENTRANCE HEAD

LOCK NUT & SET SCREW.
SEE DETAILA
INSTALL ALUMINUM SERRATED RING

& USE A SILICONE SEALANT TO
WEATHERPROOF FITTING

LOCK NUT & SET SCREW.
SEE DETAILA

STANDARD 3-COLOR
DISPLAY

N.T.S.

@ DETAIL - ONE-WAY TRAFFIC SIGNAL HEAD

SPAN WIRE

TRAFFIC SIGNAL CABLE LAID ALONG BOTTOM OF SPAN
WIRE. WRAPPING OF SIGNAL CABLE AROUND SPAN
WIRE OR ALLOWING CABLE TO TWIST WILL NOT BE
ACCEPTABLE

SPREAD COTTER PIN
SET SCREW
APPLY PERMANENT LOCTITE

277 SEALANT (OR APPROVED
EQUALT) ON NIPPLE THREADS

1%in GALVANIZED RIGID
CONDUIT DROP PIPE
(PAINTED PER SPEC)

SIGNAL BRACKET/
HOUSING

SS COTTER KEY

DETAIL - HANGER ATTACHMENT
c N.TS.

Q.
APPROVED BY: (3
DIRECTOR, BUREAU OF FIELD SERVICES

Michigan Department of Transportation

DEPARTMENT DIRECTOR
BRADLEY C. WIEFERICH, PE

APPROVED BY:

DIRECTOR, BUREAU OF DEVELOPMENT

STANDARD PLAN FOR
SPAN WIRE MOUNTED
T.S. BRACKET ASSEMBLY

(SPECIAL DETAIL)
FHWA APPROVAL

01/14/26
PLAN DATE

SHEET

SIG-300-B SHeeT

ENTRANCE HEAD

2in LONG (STAINLESS STEEL)
CONICAL SET SCREW IN TOP

SPIDER FITTING

ALUMINUM CAP (TYP)

IRON CROSS

NOTE:
2-WAY T.S. SHOWN
3-WAY T.S. & 4-WAY SIMILAR

TOP OF HUB\

TYPICAL INSIDE
HUB CONNECTION

LOCK NUT WITH RECESS DOWN.
USE A SILICONE SEALANT TO
WEATHERPROOF FITTING.

SET SCREW
SEE DETAILA

LOCK NUT & SET SCREW.
SEE DETAILA

PLASTIC BUSHING TO BE
SECURELY INSTALLED

LOCK NUT & SET SCREW.
SEE DETAILA

SIGNAL NUT WITH RECESS DOWN
USE A SILCONE SEALANT TO
WEATHERPROOF FITTING

C/C DISTANCE (TYP) 10§in |

SIGNAL HEAD
HOUSING

SIGNAL SUPPORT BRACKET

16 :
SS WASHER a-

TYPICAL BRACKET

CONNECTION

FITTING

INSTALL SERRATED METAL
WASHER & USE A SILICONE
SEALANT TO WEATHERPROOF

LOCK NUT & SET SCREW.
SEE DETAILA

ALUMINUM CAP (TYP)

@ DETAIL - MULTIPLE-WAY TRAFFIC SIGNAL HEAD(S)

N.T.S.

NOTE:

1) EXTERIOR SURFACE OF ALL MOUNTING ASSEMBLE LOCATED BELOW
SPAN CLAMPS, INCLUDING STEMS, LOCK NUTS, AND RELATED HARDWARE
MUST MATCH THE CURRENT FHWA HIGHWAY YELLOW COLOR TOLERANCE
CHART PER THE STANDARD SPECIFICATIONS FOR CONSTRUCTION.

2) TOLERANCE WITHIN +%in FOR ALL BRACKETING.

G

eMDOT

Michigan Department of Transportation

STANDARD PLAN FOR

SPAN WIRE MOUNTED
T.S. BRACKET ASSEMBLY

DEPARTMENT DIRECTOR

(SPECIAL DETAIL)

01/14/26

BRADLEY C. WIEFERICH, PE

FHWA APPROVAL

PLAN DATE

S1G-300-B

SHEET
20F3

SECT




8.438in
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!
4.219in
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6.219in
7.032in
8.094in
8.438in
E DETAIL - INSIDE SIGNAL HOUSING
N.T.S.
MAKE FROM 0.125in ALUM 5052 H32
r <
£ «
) el =
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<
£
0.563in R 0.201in DIA gl g
_\ w| I
0.500in DIA o
@/ e
['2}
-+ S
0.3143in
1.406in
2.219in
2.719in
4.219in
5.719in
| 6.219in
| 7.032in
}
| 8.094in NOTE: PLATES TO BE INCLUDED
f IN THE TOP AND BOTTOM OF
| THE SIGNAL HOUSING

@ DETAIL - OUTSIDE SIGNAL HOUSING
STANDARD PLAN FOR

N.T.S.
"(Ql\/[])()T SPAN WIRE MOUNTED
Michigan Department of Transportation T S . B RAC KET ASSEM BLY
SPECIAL DETAIL 01/14/26 SHEET
e | e | Ak b SIG-300-B
SECT
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