MID-BLOCK SIGNALIZED SCHOOL CROSSING

SCHOOL LEGEND (TYP.)
(SEE PAVE-900 SHEET 1)

4" WHITE BROKEN LINE (TYP.)

24" WHITE STOP BAR (TYP.)
(TO BE LOCATED 40-150' FROM THE SIGNAL HEAD)

SPECIAL EMPHASIS CROSSWALK

MID-BLOCK NON-SIGNALIZED SCHOOL CROSSING

SCHOOL LEGEND (TYP.)
(SEE PAVE-900 SHEET 1)

4" WHITE BROKEN LINE (TYP.)

4" DOUBLE YELLOW (TYP.)

SPECIAL EMPHASIS CROSSWALK

MID-BLOCK MULTI-LANE NON-SIGNALIZED SCHOOL CROSSING

SCHOOL LEGEND (TYP.)
(SEE PAVE-900 SHEET 1)

4" WHITE BROKEN LINE (TYP.)

4" DOUBLE YELLOW (TYP.)

24" WHITE STOP BAR (TYP.)
(TO BE LOCATED 40-150' FROM THE SIGNAL HEAD)

SPECIAL EMPHASIS CROSSWALK

MID-BLOCK MULTI-LANE SCHOOL CROSSING

SCHOOL LEGEND (TYP.)
(SEE PAVE-900 SHEET 1)

4" DOUBLE YELLOW (TYP.)

4" WHITE BROKEN LINE (TYP.)

24" WHITE STOP BAR (TYP.)
(TO BE LOCATED 40-150' FROM THE SIGNAL HEAD)

SPECIAL EMPHASIS CROSSWALK

MID-BLOCK NON-SIGNALIZED SCHOOL CROSSING

SCHOOL LEGEND (TYP.)
(SEE PAVE-900 SHEET 1)

4" WHITE BROKEN LINE (TYP.)

4" DOUBLE YELLOW (TYP.)

SPECIAL EMPHASIS CROSSWALK

MID-BLOCK MULTI-LANE NON-SIGNALIZED SCHOOL CROSSING

SCHOOL LEGEND (TYP.)
(SEE PAVE-900 SHEET 1)

4" WHITE BROKEN LINE (TYP.)

4" DOUBLE YELLOW (TYP.)

24" WHITE STOP BAR (TYP.)
(TO BE LOCATED 40-150' FROM THE SIGNAL HEAD)

SPECIAL EMPHASIS CROSSWALK

MID-BLOCK MULTI-LANE SCHOOL CROSSING

SCHOOL LEGEND (TYP.)
(SEE PAVE-900 SHEET 1)

4" DOUBLE YELLOW (TYP.)

4" WHITE BROKEN LINE (TYP.)

24" WHITE STOP BAR (TYP.)
(TO BE LOCATED 40-150' FROM THE SIGNAL HEAD)

SPECIAL EMPHASIS CROSSWALK
NOTES:

1. Place 9 ft 8 inch SCHOOL marking for each lane. Omit legend in left turn or exclusive right turn lanes.

2. Pavement marking should not extend over into opposing lane.

3. Pavement lane line markings (passing, no passing zone) per existing markings or as directed by the Engineer.

4. Refer to PAVE-945 for stop bar, crosswalk and yield line marking details.