Wood pole

Hex head 1/4”x1/214///////

lag screw U-quard
fastner or equal

2 hole strap
(3 1 spacing)

\
<

\

1/2" schedule e
80 PVC “C” 44\\\\\\\\\\\ e

I~
R10-3

Galvanized Sfee\AA//”////
2 hole strap

(3 1 spacing) g///////
1/2" male adap*erg////////
Pedestrian push 4'-3"

button

Grade level —

3/4" schedule 80 PVC

= (R10-3b shown)
1/2" nipple schedule— |@ H* (Place sign hardware
80 PVC (12" min) T not to interfere with
- wording on sign) [~

Galvanized steel

series sign

1/2" schedule ——
80 PVC "C”

1/2" schedule
80 PVC or rigid
metal conduit
(*) see notfe

Galvanized steel
2 hole strap

Expansion Joint

S

O o

0 GROSS
—_—
PUSH BUTON

\ o
DETATL FOR

OVERHEAD FEED

Note: (%) For projects maintained by the Wayne Co. Department of
Public Services (WCDPS), use rigid metal for conduit(s)
from grade level to 10’ (min.) above grade or as directed

by the Engineer.

(#) 1f pushbutton is from 10" to 24" from edge of sidewalk
is 38" to 46"

PEDESTRIAN PUSH BUTTON DETAILS ON WOGD POLE

an acceptable range

Doe/

\

k////ﬁWood pole

Pedestrian push
//////buffon
//////ﬁl/Z” male adapter

N Galvanized steel
//////*72 hole strap

1/2" nipple
| T——schedule 80 PVC

(12" min)

1/2" PVC plug (for
\\\\¥47sing\e push button

installation)

;A
1 to Grade
Max imum

\V

e~ 1
—

Handhole 4/%

Schedule 80 PVC

DETAIL FOR
UNDER GROUND FEED

conduit(s)
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Confirmation
LED N

Pole or pedestal

Grommit

Cast mounting bracket

Push button

174" - 20 x 3/4"
Stainless steel screws
(4 required)

Bottoms

— T

1/2" Threaded
hub. Topside
to be plugged.

1/2" Threaded hub.
ide fo be a drain.

CAST MOUNTING BRACKET FOR
PEDESTRIAN PUSHBUTTON

FRONT VIEW
PEDESTRIAN PUSHBUTTON INSTALLATION

ON STEEL POLE OR PEDESTAL

4" Dome with 4" Stainless
Steel Sef Screw

1) Alternate foundation may be
constructed 22"x22" square
- 48" deep.

2) Grounding system shall measure
10 ohm or less to ground.

Schedule 80 PVC
conduit(s)

//47 Cable to controller

[ R10-3 series sign
, NOTES:
Push bufton
- (#) see note on sheet 1 of 4
© 4" x 60" aluminum
o . To pipe threaded both ends.
N 4l é%v
~ \&O O C Y=
o wo
- f S -
3 2! Non-Walking Handnole
) %/Aicrade %//47
&@&%7
WG\Kimg—Af © N
e N
Grade Level - © ‘ j)(
= gg “ ‘\“ Bell 36//
Tl = | \\ ends
©|5E il
+— @ D
52 ]
S | |
= )] ] g
2 | | 0 O
3 “\\ | .
i: :L R Use non-solder

Ground wire
Pedestal Foundation

(24" round)
1 1/2" schedule 80 PVC

conduit 90 degree
bend

PUSH BUTTON PEDESTAL

NOT TO SCALE

type connection

Gravel

3/4" x 10'-0" copper clad ground rod(s
Ground rod(s)
of foundation (minimum of 12" from foundation)

).
must be insfalled outside

(SPECIAL DETAIL)
FHWA APPROVAL DATE

MICHIGAN DEPARTMENT OF TRANSPORTATION
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T10P VIEW

4" x 6" or 6" x 6"
wood posT Ag\x
L
)/
Pedestrian
pushbutton
ﬁb

2 174" #20
Galvanized Hex head
lag screws (2 required).

Cast mounting bracket

1/4"x2" Hex head lag screw
U-quard fastener or equal

galvanized steel 2 ho\esgga\\\\\&

Wood pole

Accomodate up to
3/4" Schedule 80
conduit (size of
shown on plans)

NU-lock nut

PVC
conduit

Pedestrian "
11/2" rigid 1/747-20
///‘*DUSth**O” bipe c\amg é‘ (stainless steel)
1/2" schedule ) , Nylon washer
80 PVC conduit. 174" = 20 x 3/4 Tﬁiii\\\\\
Stainless steel screws 1/4"-20 bol+
(4 required) ) (stainless steel)
R-10 series
Pushbutton Sign

PEDESTRIAN PUSHBUTTON
SION INSTALLATION
ON _WOOD POLE

FRONT VIEW

PEDESTRIAN PUSHBUTTON
INSTALLATION ON_WOOD POST

éf/////r47

im0

Nuts:

3/4"

galvanized

High Strength Hex head
(4 required).

18"

s;\\\\\47 Washers: 3/4" diameter

standard flat galvanized
(8 required).

3/4" diameter galvanized.

NOTE:

ANCHOR BOLT DETATL

NOT TO SCALE

Anchor bolts are to be ASTM
A-307 steel ( 4-required )
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\

wood post

R10-3 series sign

Pushbutton assembly

1/2" schedule 80 PVC

"

!

BN

" +

see note

3 g
on sheet
1 of 4

(#)

or rigid metal conduit.
(%) see nofe sheet 1 of 4

Expansion Joint

Reducer

S T——— See Defail "A"

" fo Grade
Max i mum

é//ﬁ—Expamsion Joint

¢// Reducer

Grade level
e

6" to Grade
Max i mum

DETAIL "A"

Galvanized steel 2 hole strap

Handhole

%//A—Grqde level

3/40//

*% Sleeve 4\\\x

|

NOT TO SCALE

I

|

I
T

schedule 80 PVC
conduit (size of
conduit as shown
on plans.) Be(‘j‘ 36" Schedule 80 PVC
ends conduit(s)
%//// Cable to confroller
7 L]

Ground wire

N

PUSHBUTTON &
WO0D POST

**¥ Refer to Standard Plan for Wood Posts

PESTE BE §§§a\\g47
eRealsdy Hugeaiss
Feetkey KRR Use non-sol der

¥\\\47 Type connection
Gravel

3/4" x 10'-0" copper clad ground rod(s).
Ground rod(s) must be installed outside
of foundation (minimum of 12" from foundation)
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