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] /1 1/2" Galvanized

Stainless hex. head bolts
with lock washers &
spring nuts (See Detail "A")
15/8" x 3 3/4" x 3 15/16"
Four hole galvanized corner
angle with hex. head bolts,
washers & nuts

P Rigid Conduit
oo sorar o | 1= ¢ (See detail "B")
ee detai Lo
o . .
| 13/167 x 1 5/8 L
ﬁ\\\\\\\L galvanized steel ///
- solid strut channel == 1 1/2" Female
| (12 ga.) variable length | | \\\) PVC Adapter
[ , o, o | —11/2" Female
1 1 /1-1/2 Galv Rigid "Tee —— 1 -t | PVC Adapter
| with back plate [ ==
1 1/2” Galvanized—{_ Lé/l 1/2" Schedule
[ ; ] 80 PVC or rigid
Rigid Conduit 4?\\\L Four hole galvanized corner - metal Comdu%g‘
|| angle with hex. head bolts, : (%) see note
| (See detoil "5") | sheet Lo
I I |
| 1 |
|| = | 1 1/2" Zinc plated
Wood Posts Lo steel 2 hole
Aﬁ\\\\L\\L Stainless Steel hex. head l Jﬁ y Rigid Pipe Clamp
i I bolts with lock washers = Wfﬁ with (2) 3/8"
Lo & spring Quf% . 44/////////// ///////7 | galvanized lag
‘ ‘ (see Detail "A") | sSCrews
— / ‘ (3'-0" Spacing)
//‘ /} " 1 1/2” Galvanized
|
8" (6% §v boet) Steel Pipe Plug ‘
| (weap hole drilled) Aiéigjijiif;”/ it
| Wood Posts ]
4,////#7 !
Warning Sign V\J ‘
. . U.G. Conduit/Cable fo
Warning Sign Flasher Controller (%)
1 1/2" Zinc Plated steel see note on sheet
2 hole rigid pipe clamp 15/8" x 33/4" x 3 15/16" 1 of 9
(2) 3/8" x 1" Four Hole galvanized
Stainless steel corner angle Wood Pos+t
hex. head bolt, (2) ook nut
with lock washers & ock nuts
;& 3/8" spring nut
& To1— (500 series)
o &7 = (2) 5/16"x 4 1/2" mi (4"x 6")
I " 1 5/8" 7z — X min. X or
1o/s égfigmiéeé gﬁie‘ (2) 5/16" x 6 1/2" min.(6"x 8")
< Solid Strut I3 (sized to fit wood post)
¢ Toi~] stainless steel hex. head
‘N N channel (12 ga.) bol s -
::é%,/~1 1/2 Ga\vgm(zed (4) flat washers >~ 3 15/16
‘i\g Steel Coupling o i, ;//
YL 1 1/2" Galvanized DETAIL "B~ 1| 5,8 ‘

. Steel pipe plug , , Y7 = 13/16" x
galvanized (2) 3/8" x 1 1/2 / 1578
V‘Q‘d_ Weep hole (drilled) stainless steel Four hole 13/16" Galvanized
conduit 13/16" x 1 5/8" hex. head bolfs galvanized steel

Lo o) X g e with lock washers corner angle strut
DETAIL "A Sg‘ngéiﬁu* ee and hex. head nuts Jp—
- |
Charnel (12 ga.) 11/2" Zinc Plated+—— || | (12 99)
Steel 2 hole =
Rigid Pipe Clamp k—~_ J 11/2"
(3"-0" Spacing) NA, conduit
Wood Post
SINGLE SIGN MOUNTED FLASHING BEACON
" "
NOT TO SCALE INSTALLED ON TWO WOOD POSTS DETAIL €
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2 1/2" perforated
steel square tube (10 ga.)
13/16" 1 5/8" qgalvanized steel
solid sfrut channel (12 ga.)
¢ 3 3/4"

- B
15/8" ' 90 S k(2] lock washers
47[ 7 §§\\\\¥47[2) square nuts
15/8" x 3 3/4" x 3 15/16" o (2) 5/16" x 3" min.
Four hole galvanized o stainless steel hex.
corner angle o head bolts
(2) 3/8” x 1 1/2” stainless () Flat woshers
steel hex. head bolts
with lock washers and
hex. head nuts
" "
DETATL D
FRONT VIEW See Sign Optical detail BACK VIEW

"A-2" on sheet 6 of 9

1 1/2" galvanized

Stainless steel rigid conduit

hex. head bolts

= with lock washers

3" g & spring nuts
(See detail "A")
sheet 2 of 9 (

Typ)

)l
_

N
(
L ~=

Stainless steel hex. head
boltfs. washers and

square nuts (see detail “D")
(typ)

N é///~7WGrmimg Sign

Four hole galvanized
corner angle with hex.

head bolts, )
flat washers and e
nuts (see detail “D") ‘
(typ) ‘ = f§;7\\‘\\»471” stainless steel banding
W i i By B
arning Sign 7 ;i\ )
° ° NN 1 1/2" galvanized
Perforated steel o] o ° - T% rigid conduit
square tube 44§§?§:; . 15/8” x 3 3/4"x 3 15/16" . o ,
breakway system . Four hole galvanized | 1'1{2 schedule SQ PVC or
N corner angle ° N rigid metal conduit
" 7 ° EEOK ° e (*%) see note sheet 1 of 9
1 1/2" schedule 80 PVC (see Detail D7) (typ) b
Ll

or rigid metal conduit ° ° lo| Perforafed steel
(%) see note 2 1/2" perforated o g square tube
steel square 19 B breakway system

sheet 1 of 9 o

]

/ izf?cé%g ?gﬁéfh o////27 %2 ] Grade Level
1 *O.@rﬂde ° 7"\ /Ja' e 1" to grade /
max imum Expansion joint | $ max i mum

é%/////fAAAAAfU.G. conduit/cable *OAA*““““\-5>
flasher controller.

SINGLE SIGN MOUNTED FLASHING BEACON
INSTALLED ON TWO STEEL POSTS
(PERFORATED STEEL SQUARE TUBE BREAKAWAY SYSTEM)
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BACK VIEW
See Sign Optical detail

NOT TO SCALE

— - H
U.G. conduit/cable from —m8 ————

flasher controller.
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3” ;:71\ \7: 3” [
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/////////f7WGrmImg Siagn
_— —1 1/2” Galvanized
rigid conduit.
SS " " o
flosner L 1/2" x 60” Galvanized §
(Max. 374 | L <——Rigid Conduit =~
Min. 1/27) ‘ L . (thread both ends) == ==
Top Bolf 1 S‘\\\¥—See Detail "a-1" ong—///////;7
drilled for
Mounting Sign sheet 1 of 9 127 :ID[::::::::::jII:s;\E
and Slotted
Channel S\\\11 1/2" Galvanized Rigid 4/////;I];f EI:Q
B "Tee" with back plate _— —
1 1/2" Galv Rigid
' ///% 1 1/2" Galvanized Tei with back
Warning 2 - Parallel Conduit Clamp prate
Sign _g k\\x (3 places at 12" min. spacing)
o
a " " ° " "
S Washer | |8 # (1) 3/8"x 7" min. (4"x 6") or | | | ||
Mox. 374" | = [ (1) 3/8"x 9" min. (6"x 8") e o
~GX' M S (sized fo fit wood post)
Min. 17270 ™ stainless steel hex. head
= N bolts with flat washers
g and square nuts
= &
- 15/8" x 1 5/8" o i,
— Galvanized Slotfed
SS Washer Channe!l (12 ga)
(Max. 3/4" variable length
Min. 1/2") 1 1/2" female PV%
adapter or 1 1/2
Galvanized Steel Pipe
Bottom Bolt ‘ Plug (weap hole drilled) N ‘
drilled for N g eap ‘ = =
Mounting Sign 17 ]
only [ 1 1/2" schedule 80 PVC
Wood Post L | or rigid metal conduit
Aﬁ\\\\\\\$ D (%) see note on
N . | sheet 1 of 9
6" (4"x 6" post b U.G. Conduit/Cable to — <" _
8" (6"x 8" post) ! Flasher Controller ‘
| |
(P [
| Wood posts ] |
| 444444‘<:::::g: = |
=11 S L1
| - ————Expansion jO\ﬂT444\~a““““““““\€> {
Grade Level ! , M )
| 1" fo grade [ 1" fo grade
| max i mum | max i mum
RN NN L&

SIGN MOUNTED DUAL FLASHING BEACONS

INSTALLED ON TWO WQGD POSTS
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o WEW/NMN on sheet 6 of 9 BACK VIEW
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= Warning Sign %T %T
3// ;:*‘ V] 3” “J
K/\l
e
/ —1 1/2" Galvanized
rigid conduif
55 Washer - ] 1 1/2" x 60" Galvanized % 7@
(M. 374 | =—Rigid Conduit
Min. 1/2") y iy 5 (thread both ends) i i
Top Bolt— N~ _— ] L1
drilled for See Detail
Mounting Sign ° sheet 1 of 9 [
and Slotted °
Channe | i \1 172" Galvanized R\g\d/ n X
. "Tee” with back plate g—F Ega 112" calv Riaid
alv Rigi
° 1 1/2" Galvanized Tef With back
W e Parallel Conduit Clamp plare
Grgmg E (3 places at 12" min. spacing)
1gn 8 .
% —t (1) 3/8" x 3" min.
Al | L
55 Washer” + —® stainless steel hex. head e B—f
(Max. 3/4 Sl e bolts with flat washers
Min. 1/2") e and square nuts
g °
g 15/8" x 1 5/8"
ST Galvanized Slotfted
N U Channel (12 ga) -] g
. — variable length T
SS Washer .
(Max. 3/4" ;
Min. 1/2") 1 1/27 female PVC
adapter or 1 1/2"
Bottom Bolt o ‘ GGWszed Steel Pipe || :
L1 Plug (weap hole drilled) kd -
drilled for I R e
Mounting Sign LT ° \/ 1]
o Lo 1 1/2" schedule 80 PVC ‘ |
2 1/2" perforated A or rigid metal conduit |
steel square \° | (¥) see nofe sheet 1 of 9
fube (10 ga.)
oo ‘e%gm I U.G. Conduit/Cable to , i
Flasher Controller ‘
‘ 2 1/2" perforated Y ° :
° : : ) i steel square ° |
o Xpansion join tube (10 ga.) o
| . .
° %f variable length ° T/EXDGHS‘OH joint
Grade Level o o breakeaway system o - —
\ ° [ 1" to grade ° ‘ 1" to grade
o | max i mum ° | max i mum

S~ .0. conduit/eable to /

flasher controller.

SIGN MOUNTED DUAL FLASHING BEACONS
INSTALLED ON TWO STEEL POSTS
NOT TO SCALE (PERFORATED STEEL SQUARE TUBE BREAKAWAY SYSTEM
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SIDE VIEW

é{/////*fA\um\mum cap (typ) - . =

—
[
i
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HJ

Sign Optical with
12" 1w-1C (LED)
Yellow lens

BACK

VIEW

é{//*fSigm Optical with

12" 1w-1C (LED)
yellow lens

—

7?"

37

Warning Sign

ST———— 1 1/2" Galvanized

Rigid Conduit

SIGN MOUNTED FLASHING BEACON

SIDE VIEW
Solar Engine Assambly
(Orientation Facing South)
Tilt Mount
- Top Plafte/Base Bracket

Aluminum cap (typ)

Iron Cross (Typ)

7

37

LW

i

i
—

BACK VIEW

1 1/2" bond bushing
1 1/2" hex nut
Flat washer
Boftom of

Sign Optical
x‘\*Serrcﬁed washer

x\\\jfilmuf w/set screw
11/2" rigid
metal conduit

DETAIL "A-2"

Sign Optical with
12" 1W-1C (LED)
yellow lens

| o
i <1 1/2" Galvanized Rigid Conduit Warning Sign
Warning S‘gng//);;J e J
Note: Use 6" x 8" wood posts(s)
when supporting solar panel(s)
U.G. conduit/cable fo—AAJ//%
dual advance warning
sign optical location
when required.
SIGN MOUNTED
FLASHING BEACON (ONE SOLAR ENGINE ASSEMBLY)
NOT TO SCALE
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FRONT VIEW

— D

Aluminum

Rigid

Aluminum

s/

"

AN

Plate/Base
Bracket

— 1 1/12" x 18"

\\\\\\\\\\\‘g

Wood Pole

Solar Engine Assembly

(Orientation Facing South)

3/8"x 5" hex.
lag screw (2 min)

height

Cap (

Pipe

Cap (Typ)

Offset

1 1/4" Schedule 80 PVC
or Rigid Metal Conduit
(%) see note sheet 1 of

" Extension

Iron Cross
slip fit

" -7
1 1/47 Plug to
close hole

11/2" x 16" Rigid Pipe

Pole foot 1 1/4" hole

9

1/14" Galvanized Steel 2

Hole Rigid Pipe Clamp
(3'-0" Spacing)

U.G. Conduit/Cable fo
Solar Power Beacon
Advance warning sign

ocation

SOLAR ENGINE ASSEMBLY MOUNTED WOGD

head

POLE

NOT TO SCALE

SIDE VIEW

| 3/8"x 5" hex. head

lag screw (2 min)
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— D

/ Steel/ Concrete Pole \

Solar Engine Assembly
(Orientation Facing South)

12" Extension

SIDE VIEW

Tilt Mount TOP‘
Plate/Base '
Bracket

1 1/4" Plug 10
close hole

1 1/2" x 16" Rigid Pipe

— 1 1/12" x 18"—7
Rigid Pipe

3/4" x 0.30 Min.
Stainless Steel
Band

\
Aluminum Cap (Typ)
Pole Foot 1 1/4" Hole

\\\\\\\\\‘\\\~‘~7 Offset

1 1/4" Schedule 80 PVC
or Rigid Metal Conduift
(%) see nofe sheet 1 of 9

3/4" x 0.30 Min.
Stainless Steel
Band (3" Spacing)

U.G. Conduit/Cable to
Solar Power Beacon

Advance warning sign
location

SOLAR ENGINE ASSEMBLY MOUNTED ON STEEL/CONCRETE POLE

NOT TO SCALE

MICHIGAN DEPARTMENT OF TRANSPORTATION
BUREAU OF HIGHWAYS DELIVERY STANDARD PLAN

(SPECTAL DETAIL)

FHWA APPROVAL DATE
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Solar Engine Assembly

(Orientation Facing Sou¥g;\\\\\\\§

Sign Optical with
12" 1w-1C (LED)

Yellow lens

* Refer fo Standard Plans

for Miscellaneous Sign
Connection Defails 3"

* Warning S'gm\\\\\\\s

é{//////////~12” Extension Height

é%/////////g, Tilt Mount Top Plate Bracket

]

é/////*owfw
(slip fifter)

Iron Cross (Typ.)

_ 0"

Variable

O
—

////////’/////’/////,,/—/fAA—Band Saddle

| 3/4" x 0.30" Min.

Stainless Steel Band

B
- Band Saddle

(30" or less,
strap af 2 locafions)

Aluminum Pedestal

=
P

Z////**Framgib\e Square
Aluminum Base

SAQUARE ALUMINUM BASE

Note: Use pedestal collar for
pedestal length greafer
than 14°

SOLAR ENGINE MOUNTED ON PEDESTAL

NOT TO SCALE
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