% |
N /2 Vented aluminum cabinet
with base mounting
q shall be Type NEMA 3R Size M-30

49" 1o 52"

—

BASE MOUNTED TRAFFIC STGNAL CONTROLLER CABINET

Bushings required on all conduits

3" spacing between conduits (typ)
Cap any unused conduit (s) Refer to contract documents for fthe finished
ﬁ /oomcrefe surface requirement for foundations.

0 NOTE:
T 1. A A Bolt pattern to manufacturer’s specifications
) ! (2) required.
é?n ﬁwzm m O@@@{} Bl
| \

\L LZ 0 \(4) 3" schedule 80 PVC conduits (min)

1 1 or as shown on the plans

40" MIN
1'1(2 schedule 89 PVC 42” MIN
rigid metal conduit .
PLAN #6 msu\clﬁed or \Grg/er stranded copper
Grads level =0 ground wire with 48" slack above
foundation.
1 1/27 schedule 80 3/4"x 42" galvanized foundation
PVC conduit /bofs, nuts & washers (2 required)
, (Refer fo Detail "A” on
Handhole J/’3 £ , Sheet 6 of 7 for use of
O = 3172 Drop In fype bolts

and anchors. )

To Service I H | ‘i‘ a
Disconnect / / \ ‘ ‘ ‘ ‘ ‘ ‘
36" 2NNl
\\f:ﬂ\ 4 w2
System Grounding / L‘ L‘ HL‘ L‘
2T “ U NOTE:
& 1) Grounding system shal|l measure 10 ohm
Use non-solder éﬂsu‘gfeq — v or less to ground, with a 10’ (min)
Type connection round wire FLEVATION spacing between ground rods.
3/4" x 10"-0" copper clad— Gravel 2) All insulated jackets are to remain
gggnuqmgozggéiyog égmgt?;gc%gmﬂoe on cable entering controller.
| |
by Engineer and in accordance FOUNDAT I ON 3) Keep 1-3" conduit on left side open
with the current N.E.C. for ITS
NOT TO SCALE |FW‘e:RefDoo/TR/ngnq\s/Web/Sp Det/Fin/SIG110A. dgn Rev. 02/16/17
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36"

Vented aluminum cabinet
with base mounting
shall be Type NEMA 3R Size M-36

49" to 52"

BASE MOUNTED TRAFFIC SIGNAL CONTROLLER CABINET

Bushings required on all conduifs
(Typ)x\\\\kﬂ
AL

3" spacing between conduits

Cap any unused conduif (s) Refer to contract documents for the finished

%///comcre+e surface requirement for foundations.

@ NOTE:
“‘ “ V\ “ ‘ Bolt pattern to manufacturer’s

20" v || i specifications (2) required.

min - min C%{:%<E}B£> :; ~

i l*/ m ‘\\\\\\\\*"[4> 3" schedule 80 PVC conduits (min)

i 07 MIN | or as shown on fthe plans
1 1/2" schedule 80 PVC 7
rigid metal conduit 427 MIN
PLAN

#6 insulated or larger stranded copper
ground wire with 48" slack above
foundation.

Grade level

1 1/2" schedule 80

PVC conduit 3/4"x 42" galvanized foundation
Z//////*bofs, nuts & washers (2 required)
" (Refer fo Detail "A” on
Hondnole i73 @3} H44444444444£ ., Sheet 6 of 7 for use of
i TT[AT;;FAl - 312 Drop In fype bolfs
To Service T 1 \‘“ T and anchors. )
Disconnect / /‘ ‘\ \‘H ||
2
36" ||
/ | 42"
ST\% I HHHHH
ystem L 744~//////////
Grounding ::::¥§:‘\\\\rj § L,‘L~‘\\L“ Lg‘
e U
Use non-solder | . _ v
; nsulate
type connection Groond wire ELEVAT I GN
3/4" x 10'-0" copper clad Gravel
ground rod(s) a variable distance NOTE:

1) Grounding system shall measure 10 ohm
or less to ground, with a 10’ (min)
spacing between ground rods.

from foundation as directed
by Engineer and in accordance
with the current N.E.C.

FOUNDATION

2) All insulated jackets are to remain
on cable entering controller.

3) Keep 1-3” conduit on left side open

NOT TO SCALE for 175

MICHIGAN DEPARTMENT OF TRANSPORTATION
BUREAU OF HIGHWAYS DELIVERY STANDARD PLAN

(SPECIAL DETAIL )

FHWA APPROVAL DATE

File: RefDoc/TR/Signals/Web/Sp Det/Fin/SIG110A. dgn

Rev. 02/16/17

PLAN DATE

SHEET
2 0f7

SIG-110-A




©
Vv "
. xQ | 44 ‘
e
VX o
8// [
e
s 27
[ee]
[Tel
= 7 [
o
(Yo}
h [
v 41
AJ
2

Base Adapter
(spacer if required)

Vented aluminum cabinet
with base mounting

shall be Type NEMA 3R Size 6

A— |

3/4" x 2 1/2" galvanized
bolts, nuts & washers
(4 required)

Lock washer

Nut

SECTION A-A

BASE MOUNTED TRAFFIC SIGNAL CONTROLLER CABINET

3" spacing between conduits (typ)

Cap any unused conduit (s)

1 1/2" schedule

Bushi

ngs required on all conduits

Refer to contract documents for the finished

%

concrete surface requirement for foundations.

NOTE:
Bolt pattern to manufactures
specifications (4) required.

\\\\\\~*[4) 3" schedule 80 PVC conduits

aelae]
0 0
300 a0 || LN LIAL
SR T el Rl
inomin || ~
| |
[ |
‘ 46" MIN !
1 1/2" schedule 80 PVC .
rigid metal conduit 487 MIN
PLAN

Grade level

PVC conduit

Hmdhoe\N

#6 insulated or larger sfranded copper
ground wire with 48" slack above
foundation.

3/4"x 42" galvanized foundation (4) bolts,
(4) nuts & (4) washers (required)

(Refer to Detail “A” on

Sheet 6 of 7 for use of

3 1/2" Drop In type bolts

To Service
Disconnect

"

\\\tjil
System Grounding ::IQ§

Use non-solder
type connection

3/4" x 10"-0" copper clad

ground rodl(s) a variable distance

from foundation as

directed

by Engineer and in accordance

with the current N.E.C.

NOT TO SCALE

[nsulated
Ground wire ELEVATION

Gravel

FOUNDATION

and anchors. )

42//

NOTE:

1) Grounding system shall measure 10 ohm
or less to ground, with a 10’ (min)
spacing between ground rods.

2) All insulated jackets are to remain
on cable entering controller.

3) Keep 1-3" conduit on left side open
for ITS
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Vented aluminum cabinet
with base mounting

A
. Xo(L | 44"
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(USE FOR

\ shall be Type NEMA 3R Size 6 STRETCH

[TS APPLICATIONS)

Base Adapter

(spacer if required)

3/4" x 2 1/2" galvanized
boltfs, nuts & washers
(4 required)

J

|
SECTION A-A

Lock washer

Nut

BASE MOUNTED TRAFFIC SIGNAL ITS CONTROLLER CABINET (IF USED)

3" spacing between conduits
Cap any unused conduit (s)

(typ)
e
mng Mg

Bushings required on all conduits

Refer to contract documents for the finished
concrete surface requirement for foundations.

T

Bolt pattern to manufactures

i NOTE:
|

3/4" x 10'-0" copper clad
ground rod(s) a variable distance
from foundation as directed

by Engineer and in accordance
with the current N.E.C.

NOT TO SCALE

Gravel

Ground wire ELEVATION
FOUNDATIGON

%?; %?é‘”# <3‘§: aly Gzig;;* specifications (4) required.
I
i L [D‘\W 3" schedule 80 PVC conduits
1 1/2" schedule 80 PVC | o
schedule
rigid metal conduit 48 MIN
PL,AFQ #6 insulated or larger sfranded copper
G LAl ground wire with 48" slack above
rade level .
foundation.
1 1/2" schedule 80 " " . .
PVC conduit 3/47x 42" galvanized foundation (4) bolts,
(4) nuts & (4) washers (required)
Handhol o , (Refer fo Detail "A" on
$’3 . Sheet 6 of 7 for use of
e A Y e 31/2° Ddrop In type bolts
To Service iil T “i and anchors. )
Disconnect / / | H ‘ | | ‘ h
- W
\g\ e
System Grounding —~'//’/////// “ LHJLV‘ L,‘ L,m
Use non-solder 2
fType connection Insulated NOTE:

1) Grounding system shall measure 10 ohm
or less to ground, with a 10' (min)
spacing between ground rods.

2) All insulated jackets are to remain
on cable entering control ler.

3) Keep 1-3" conduit on left side open
for ITS

MICHIGAN DEPARTMENT OF TRANSPORTATION
BUREAU OF HIGHWAYS DELIVERY STANDARD PLAN

(SPECIAL DETAIL )

FHWA APPROVAL DATE

SHEET

File: RefDoc/TR/Signals/Web/Sp Det/Fin/SIG110A. dgn

Rev. 02/16/17

SIG-110-A

4 0of7

PLAN DATE




Top of Pad

\ 30" | 24" to 30" |
\ I |
< Control ler Control ler
= Pad Foundation
T0P VIEW
3" above
Grade Level

///rComfroer Pad
4"

3//

1//
Grade Leve?\\\ i

S

Foundation

T

Expansion
Joint

e er/

BASE MOUNTED CONTROLLER PAD

NOTE :
Payment for confroller pad to be included in confroller foundation pay item.
Controller cabinet door to open toward pad.

NOT TO SCALE

SIDE VIEW
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3/4" x 3 1/8" Stainless steel
Hex HD threaded bolt

Top of concrefe foundation

Top of conduits W .
Mount drop in anchor flush j\\\ 1" Hole diameter

to top of foundation 0o
3/4" x 3" Stainless
N steel anchor
[=e)
1N 7
l
I s oopeas. ' tS 1 engtn
" . approx. otal leng
37 Embedment min. 9 of drop in anchor.
Foundation ———= l U

Notes:
1. Use AIST 300 Series Stainless Steel for

all bolts and anchors.
2. Use Drop In foundation bolfs and anchors
as directed by the Engineer.

ALTERNATIVE DETAIL "A": DROP IN FOUNDATION BOLTS & ANCHORS

NOT TO SCALE
MICHIGAN DEPARTMENT OF TRANSPORTATION| (SPECIAL DETAIL )
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Cabinet Interior Cabinet Interior Cabinet Interior
Left Side Back Side Right Side
= T.S.|Thermostat 7.5, T.S. Spare Parts T.s.
Power Radios
Supply | T.S. Detection Rack Modems
PS 250 Preempts
el ves Reserved
17 T.S. T.S. for
s 127 T.5. Controller VML Video Power
20" Moniftors Distribution
T.S. "D" Connector (mount

horizontal and slide down)
& light bulb

T.S. Defector terminations
(Slide this down to botftom

T.S. ferminal facility

of rail)
TRAFFIC STIGNAL NEMA 3R SI/E 6 CABINET REQUIREMENTS
Cabinet I[nferior Cabinet Interior Cabinet Interior
Left Side Back Side Right Side
ITS 7S ITS
<=——T1.S.|Thermostat TS, T.S. Spare Parts T.s.
Power Radios
Supply| T.S. Detection Rack Modems
PS 250 Preempts
Reserved
. Shelves Y T.S. for
20 12" T.S. Controller Yo Video Power
Monitors Distribution

T.S. "D" Connector (mount
horizontal and sl ide down)
& light bulb

T.S. Defector terminations
(Slide this down to bottom
of rail)

T.S. terminal facility

1-2" Raceway

TRAFFIC STGNAL NEMA 3R SI/E 6 STRETCH CABINET REQUIREMENTS

NOT TO SCALE

FOR

[ TS APPLICATIONS
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